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CITY OF PATTERSON
 
 FATS, OILS, AND GREASE (FOG)
GREASE INTERCEPTOR/TRAP INSPECTION STANDARDS
PUBLIC WORKS DEPARTMENT
P.O. BOX 667, 1 PLAZA PATTERSON, CA 95363
209.895.8060 / VOICE, 209.895.8069 / FAX
GREASE TRAPS:
Confirm the Grease Trap was pumped. 
When the Pumper is Present, please check for the following:
Baffle is removed and scraped.Walls cleaned.Review pumper's report and pump out measurements.Complete an inspection report.Give a copy of the report to the facility. 
When the Pumper is NOT Present, please check the following:
Pull the lid.Evaluate solid to water ratio.Complete and inspection report.Give a copy of the report to the facility. 
GREASE INTERCEPTORS (VAULTS):
Confirm the Grease Interceptor was pumped. 
When the Pumper is Present, please check the following:
Check if the grease was pumped out.Check to see if the interceptor was pressure washed.Confirm the baffle wall's 90 degree elbow is in place.Confirm inlet and outlet tees are in place & extended downward.Not any leakage under the baffle from one chamber to the other.Confirm the integrity of the bottom of the vault.Confirm lid(s) are replaced.Complete an inspection report.Give a copy of the report to the facility. 
When the Pumper is NOT present, please check the following:
Pull the lid(s).Confirm that the grease was removed.See if the interceptor was pressure washed.Confirm baffle wall's 90 elbow is in place.Confirm inlet and outlet tees are in place & extended downward.Replace lid(s).Complete an inspection report.Give a copy of the report to the facility. 
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